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PANEL COVERAGE = COIL WIDTH - 4.00-IN

MACHINE MODEL:

PROFILE:
MATERIAL SPECIFICATIONS
STRIP WIDTH
BASE MATERIAL
THICKNESS

COATINGS

MAX TENSILE
MAX YEILD

16.00 to 24.00-in
STEEL ALUMINUM COPPER

.019 to .032-in.018 to .027-in
52-ksi
40-ksi
Paint/Galv

33-ksi
28-ksi
Paint

16 to 20-oz 
33-ksi
28-ksi
N/A

1-in Flush Panel (204-Series)

VP-21M: VARIPAN

PROFILE

• Max Speed:  100 Feet Per Minute
• Compact Main Forming Rollers
• Easy Changeover
• Touch Screen Digital Controller
• Choice of Gas Engine or Electric Motor
• Optional Oiler Kit
• Optional Run-Out Table

MACHINE 
INCLUDES

MACHINE 
INCLUDES

• Flat Bead Roller Assembly
• Pencil Bead Roller Assembly
• Vee Groove Roller Assembly
• Rib Roller Assembly (Fluted Striations 

and Bead Smasher)

 MACHINE
OPTIONS

KNUDSON MFG, INC. 
10401 West 120th Avenue  

Broomfield, CO 80021 USA

KNUDSONMFG.COM
+1 (303) 469–2101  

SPECIFICATIONS *GAUGES 26-22 ARE RECOMMENDED IF RUNNING STEEL. CONTACT US IF ADDITIONAL GAUGES ARE DESIRED.

COIL WIDTH 16 - 30 Inches / 406 - 762 Millimeters

MATERIAL STEEL ALUMINUM COPPER

 COIL THICKNESS .018” - .032” (.46mm - .81mm) .024” - .032” (.61mm - .81mm) 20 oz - 16 oz

MAXIMUM YIELD 50 KSI 33 KSI 33 KSI

COATING Paint or Galvanized Paint or Mill Finish N/A

  


